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FCC CAUTION
This device complies with Part 15 of the FCC. Operation is subject to the following two
conditions: (1) this device may not cause harmful interference, and (2) this device must accept
any interference received, including interference that may cause undesired operation. Any changes or 
modifications not expressly approved by the party responsible for compliance could void the user's authority 
to operate the equipment.

NOTE:
This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant to 
Part 15 of the FCC Rules. These limits are designed to provide reasonable
protection against harmful interference in a residential installation. This equipment generates
uses and can radiate radio frequency energy and, if not installed and used in accordance with
the instructions, may cause harmful interference to radio communications. However, there is no
guarantee that interference will not occur in a particular installation. If this equipment does cause harmful 
interference to radio or television reception, which can be determined by turning the equipment off and on, the 
user is encouraged to try to correct the interference by one or more of the following measures:
—Reorient or relocate the receiving antenna.
—Increase the separation between the equipment and receiver.
—Connect the equipment into an outlet on a circuit different from that to which the receiver is connected.
—Consult the dealer or an experienced radio/TV technician for help.
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DESCRIPTION

The Brilliance Relay is a switch that allows you to control another landscape lighting 

transformer down the line with a single timing device, like a photocell or a Brilliance Smart 

Socket 3.0. You can use as many Brilliance Relays as needed in a run, and all the Relays in the 

run use the same initial timing device. This is helpful when you need to synchronize multiple 

transformers to operate at the same time.

 

BRILLIANCE RELAY

Part Number:

� BRI-RELAY

TECHNICAL REQUIREMENTS: For indoor use or use in an electrical enclosure, such as a transformer or a junction 
box. Directly plug in with the main supply.

5025307

•	 Designed specifically for landscape lighting transformers 

•	 Plugs directly into 120 VAC outlet 

•	 Ensures the entire system is timed the same since they all use the same timing device

•	 Conformal coating circuits protect against humidity

•	 Made for use inside electrical enclosures

•	 ETL Listed in US and Canada

•	 Easy access to instructions via QR code on top

FEATURES
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BRILLIANCE RELAY

BRILLIANCE RELAY SPECS

Input Voltage 120 VAC

Frequency 50/60Hz

Operating Range 32°F to 131°F

Wattage 1200W

Capacity 10 Amps

Minimum Load None

IP 50

Warranty (years) 3
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BRILLIANCE RELAY

5025307

WIRING DIAGRAM EXAMPLE FROM ANOTHER TRANSFORMER

WIRING DIAGRAM EXAMPLE FROM A FIXTURE
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STOP!
FAILURE TO FOLLOW 
INSTRUCTIONS WILL 

VOID WARRANTY

ASSEMBLY INSTRUCTIONS

1. �Make sure the transformer is turned off. Unplug the short 
male plug from the center receptacle on the transformer.

2. �Bring in trigger wires from the primary transformer and strip the 
cable 1/2”. This could be 14/2 or 16/2 landscape lighting cable.
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4. Add the trigger wire from the primary transformer into the 
Black terminal port hole. Then tighten the Black terminal lug.

3. �Loosen the Red and Black terminal lugs to expose the port 
holes.

5. Add the trigger wire from the primary transformer into the 
Red terminal port hole. Then tighten the Red terminal lug.

CONTINUED
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6. �Plug the short male plug into the bottom of the Brilliance Relay.

7. �Plug the Brilliance Relay into the receptacle on the transformer. 
Turn the transformer back on.
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