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GRAND LEDGE™ WALL

FEATURES WALL PALLET
*The look of natural ledgestone: bold in Weight: 4,000% Ibs (inc. pallet)
scale, with consistent dimensions for faster Coverage: 18 face feet
installation Pieces Per Pallet: 4

= 24 unique wall textures

= Quality materials equals long term durability

* Four additional 5-sided blocks can be used as L D UNIT: 3’
90-degree returns H @ Dimensions: 36"L x20"D x 12°H
= Engineerable wall system with capabilities of 5 Weight: 6502 Ibs
to 6’ gravity walls with optimal site conditions Units Per Pallet: 1
D
MATERIAL L UNIT: 4
WETCAST H Dimensions: 48"L x 20"D x 12"H
COLOR OPTIONS Jeight: 865+ Ibs
Units Per Pallet: 1
FOND DU LAC SLATE GRAY D
B T e iR L UNIT: 5
Dimensions: 60"L x 20"D x 12"H
H Weight: 1,085+ Ibs
Units Per Pallet: 1
D
L UNIT: 6
Dimensions: 72'L x 20D x 12"H
H Weight: 1,300% Ibs
_— . Units Per Pallet: 1
Refer to our website for the most recent color offerings.
TYPICAL GRAVITY
RETAINING WALL DETAIL CORNER PALLET
This drawing is for preliminary reference only (not for final
construction). Weight: 3,350+ Ibs (inc. pallet)
Final designs for construction must be prepared by Coverage: 21.6 face feet

a registered professional engineer using the actual
conditions of the proposed site and loads.

14.9 linear feet
(freestanding)
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£ D+ Pieces Per Pallet: 4 (one of each unit)
K
L D CORNER UNIT: 1
Dimensions: 36"L x20"D x 12"H
J H Weight: 623z Ibs
A Units Per Pallet: 1

L D CORNER UNIT: 2
| Dimensions: 42.75"L x19.75"D x 12"H
] H Weight: 760+ Ibs
B : )
T H Units Per Pallet: 1
¢
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CORNER UNIT: 3

F L
Dimensions: 46"L x 21" D x 12"H
A. Wall height above grade (varies) H Weight: 880+ Ibs
B. Wall buried beneath grade (min. 6”) Units Per Pallet: 1
C. Leveling pad depth (min. 6") D
147 " ) o L CORNER UNIT: 4

D. 2-1/4" setback per 1? vertical (10.6°) Dimensions: 54'L x 20D x 12'H
E. Crushed stone leveling pad Weight: 963+ Ibs
F. Foundation soil compacted to 95% max. dry H Units Per Pallet: 1

density
G. 4" corrugated perforated drain pipe
H. Shear heel removed from base block
I. Min. 3.5 oz. non-woven geotextile fabric

(recommended)
J. Drainstone (ASTM #57), min. 12" behind wall Dimensions are nominal.
K. Finish grade to drain away from the wall Specifications are subject to change.
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