
QUADRA BUBBLER

Part # Model # Description Bag Qty Box Qty

   Quadra-Bubbler - 4 Port, Pressure Compensating, 3/4" MPT

72500769 QB416 Quadra-Bubbler 2 GPH per outlet, Blue low flow bubbler 10 300

72500771 QB456 Quadra-Bubbler 6 GPH per outlet, Black medium flow bubbler 10 300

72500772 QB496 Quadra-Bubbler 10 GPH per outlet, Red high flow bubbler 10 300

72500770 QB4186
Quadra-Bubbler  20 GPH per outlet, Green extra high flow 
bubbler

10 300

    Quadra-Bubbler - Accessories

72500616 BA-PP-QB Port Plugs for Quadra-Bubbler and QB2’s 25 2000

72500614 BA-CP-QB Clamp Plate - Locks tubing to Quadra-Bubbler ports 10 300

BA-PP-QB 
72500616

Specification Builder

QB416 
72500769

QB496 
72500772

QB456 
72500771

QB4186 
72500770

BA-CP-QB2 
72500617

Part # Model # Description Bag Qty Box Qty

QB2 - 4-Port, Pressure Compensating, 1/2" MPT

72550971 QB2-16 QB2 2 GPH per outlet, Blue low flow bubbler 10 200

72500774 QB2-56 QB2 6 GPH per outlet, Black medium flow bubbler 10 200

72500775 QB2-96 QB2 10 GPH per outlet, Red high flow bubbler 10 200

72500773 QB2-186 QB2 20 GPH per outlet, Green extra high flow bubbler 10 200

QB2 - 4-Port, Pressure Compensating, 1/2” FPT inlet (Purple Base)

72503167 QB2-16P QB2 - 2 GPH per Outlet, Blue low flow bubbler (NP) 10 200

72503166 QB2-56P QB2 - 6 GPH per Outlet, Black medium flow bubbler (NP) 10 200

72503172 QB2-96P QB2 - 10 GPH per Outlet, Red high flow bubbler (NP) 10 200

72503174 QB2-186P QB2 - 20 GPH per Outlet, Green extra high flow bubbler (NP) 10 200

QB2 - Accessories

72500616 BA-PP-QB Port Plugs for QuadraBubbler and QB2's 25 2000

72500617 BA-CP-QB2 Clamp Plate - Locks tubing to QB2 ports 10 300

Specification Builder

QB2-186 
72500773

QB2-16 
72550971

BA-CP-QB 
72500614

QB2-16P 
72503167

•  Color-coded for easy flow rate identification
•  Clog Resistant
•  Fits standard .170" ID Vinyl or PE tubing

Product Features 

Specifications
•  Pressure Compensation Range: 20-60 PSI
•  Flow rates: 2.0, 6.0, 10.0 and 20.0 GPH
•  Minimum filtration - 150 mesh
•  3/4" MPT inlet

QB2 BUBBLER

•  Color-coded for easy flow rate identification
•  Clog Resistant
•  Fits standard .170" ID Vinyl or PE tubing

Product Features 

Specifications

•  Pressure Compensation Range: 20-60 PSI
•  Flow rates: 2.0, 6.0, 10.0 and 20.0 GPH
•  Minimum filtration - 150 mesh
•  QB2 - 1/2" FPT inlet

Related Products 

Related Products 

JAIN EMISSION DEVICESJAIN EMISSION DEVICES 3635


