FULLY ADJUSTABLE
NOZZLE

Achieve the healthiest lawn and landscape while saving water and money.

Packed with innovative features.

= Fully adjustable 80° to 360° — only one SKU per distance
= Hand adjustable — no tools needed

= Radius adjustment up to 30% — no tools needed

= 25% radius reduction — patented flow control

= Arc adjustment wet or dry — visual left start and right stop
= Double pop up system — superior dirt tolerance

= Speed rotation control - silicon grease

= Three model options — distances from 13' to 28'
(3.96m to 8.53m)

= Matched precipitation — superior efficiency in water
and uniformity through all patterns and distances

= Low precipitation rate — reduces runoff and improves soil absorption
= Low flow rate — allows for more heads per zone, fewer zones

= Viscous dampening — ensures consistent application speed
over varying flow rates and pressure ranges

= Multiple stream technology — for improved wind resistance

= Large filter — prolongs product life Optional
= Can be installed in the same zone as rotors ?dl‘l-'Stme“t
00

= Two year limited warranty

K-Rain Manufacturing Corp.
1640 Australian Avenue
Riviera Beach, FL 33404 USA
561.844.1002

FAX: 561.842.9493
RAI N® 1.800.735.7246 | www.krain.com




Fully Adjustable Rotary Nozzle Performance Data

A recognized water conserving tool RN100-AD)
g . . 9 ARC PRESSURE RADIUS FLOW RATE PRECIPITATION
The K-Rain Fully Adjustable Nozzles PSI Bars | Ft. M. GPM__L/M___ W inhr A Emm/hrA
o 90° 30 207 13 396 022 083 050 058 | 11 12
us.e.up to 30% less Yvater and are 40 276 14 427 025 095 049 057 10 12
eligible for conservation rebates and 50 345 15 457 080 1.14 051 059 11 12
i ; ; i 180° 80 207 13 396 044 167 050 058 11 12
Incentives in many.e_lreas. _CheCk V_V'th 40 276 14 427 050 1.89 049 057 10 12
your local water utility for information. 50 345 15 457 060 227 051 059 11 12
360° 30 2.07 13 396 090 341 051 059 11 12
40 276 14 427 100 379 049 057 10 12
No other nozzle on the market today 50 3.45 15 4.57 120 454 051 059 11 12
is fully adjustable from 80° to 360°
y J . . [ RN200-AD)J
_degrees oﬁen.ng maximum ﬂe?"b"'ty ARC | PRESSURE A RADIUS | FLOW RATE | PRECIPITATION
in system design and eliminating the PSI_Bars _ Ft. M. GPM LM MW infhr A Emm/hrA
: 90° 30 207 16 488 034 129 051 059 11 12
need for multiple nozzles. One nozzle w0 276 |18 540 loar 155 |oss ose |10 12
does it all. 50 3.45 19 579 047 178 050 058 11 12
180° 30 207 16 4.88 067 254 050 058 11 12
40 276 18 549 083 3.14 049 057 10 12
50 3.45 19 579 094 356 050 058 11 12
360° 380 207 16 488  1.35 511 051 059 11 12
Models 40 276 18 5.49  1.70 6.44 051 058 11 12
RN100-AD)J (Green) 50 3.45 19 579 190 719 051 058 @ 11 12
80°-360° AdJUStabIe RN300-ADJ
183'-15' (4-4,6 m) ARC | PRESSURE | RADIUS | FLOW RATE | PRECIPITATION
PS| Bars Ft. M. GPM  L/M B in/hr A M mm/hr A
RN200-ADJ (Blue) 90° 80 207 26 792 08 303 046 053 10 11
0.2R0° Ad: 40 276 27 823 090 341 048 055 10 12
80, 360| Adjustable 50 3.45 20 884  1.00 379 046 053 10 11
16'-19'(4,9-58m) 180° 30 207 26 7.92 150 568 043 049 9 10
40 2.76 27 823 160 6.06 042 049 9 10
RN300-ADJ (Red) 50 3.45 29 884 180  6.81 0.41 0.48 9 10
80°-360° Adjustable 360° 30 207 26 792 300 1136 043 049 9 10
! . 40 2.76 27 823 320 1211 042 049 9 10
26'-28'(7,9-9,1m) 50 3.45 28 853 3580 1438 047 054 10 11

*Data represents test results in zero wind. Adjust for local conditions.
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