
 

 

 

 
 

 

 

#510489F1560 NET CONTENTS: 25 lb (11.33 kg)

Nitrogen Stabilizer
U-Plus

INGREDIENTS    
Dicyandiamide and Sodium sulfonate  

GENERAL INFORMATION
LESCO U-Plus is a dry nitrogen fertilizer additive for melted urea and UAN solution.  LESCO U-Plus 
nitrogen stabilizer is a uniquely formulated fertilizer additive for urea and urea ammonium nitrate 
(UAN) fertilizers. By slowing the urea conversion process to ammonia gas, less nitrogen is lost due 
to volatilization, denitrification and leaching.The product inhibits the activity of the urease enzyme 
reducing nitrogen loss. 

This nitrogen stabilizer is combined with urea or urea containing fertilizers prior to application. The 
combination, recognized as an enhanced efficiency fertilizer, can be incorporated or applied 
pre-plant, side-dress or used for surface applications. It helps create an efficient nitrogen source 
for all crops, turf and forestry.

DIRECTIONS FOR USE
Read the entire label before use. Use according to label directions. Read the entire Conditions of 
Sale and Limitation of Warranty before buying or using this product. Always wear proper personal 
protection; use Neoprene gloves (Ansell Edmont Neox Number 9-912) or equivalent, long sleeves, 
long pants and chemical splash goggles when handling U-Plus nitrogen stabilizer.
USE RATE
General rate recommendations are based on average conditions. Rate may be adjusted higher as 
needed based on the field conditions, including the following:

1) Soil pH- Values higher than 7.0 pose risk of higher potential for volatility
2) Days of Control Needed: .8 inches of rain or irrigation are required to move urea into the soil.
3) Residue Level: Residues in excess of 30% present higher levels of urease and higher volatility can 
be expected.

MIXING AND LOADING DIRECTIONS: 
Fill spray tank half full with melted urea or UAN solution. With agitators on, add the appropriate amount 
of LESCO U-Plus for the desired concentration in the full volume, mix well and then add the remainder 
of the melted solution or UAN.  LESCO U-Plus should be introduced to melted urea or UAN solution at 
the following rates prior to adding pesticides or surfactants. 

Rates of LESCO U-Plus for Turf Application: 

*These estimates are based on an application rate of 1#Nitrogen/1000 square feet. The response length 
may be shorter in sandier soils, and longer in heavier soils. 

U-Plus can be added to melted urea or UAN solution and stored for up to 12 weeks before application 
without affecting performance. In melted urea and UAN solution it is compatible with most herbicides. 
However, compatibility testing should take place prior to use.

GENERAL USE PRECAUTIONS
NOT A FERTILIZER SUBSTITUTE. NOT RECOMMENDED FOR FEED APPLICATION.

Observed all precautions on label and read material safety data sheet before use. Do not apply directly 
to water. Avoid contaminating waterways and sewers during cleaning of equipment, disposal of wastes. 
Use and disposal of all materials must be in accordance with all applicable provisions of local, state and 
federal laws and regulations
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Distributed by LESCO, Inc., 1385 East 36th Street, Cleveland, OH 44114-4114 JO 4-20-15

WARNING
HAZARD STATEMENTS
Causes skin irritation. Causes eye irritation.
PRECAUTIONARY STATEMENTS
Wash skin/eyes thoroughly after handling.
Wear protective gloves/protective clothing/eye protection/face protection.
If on skin: Wash with plenty of water.
If in eyes: Rinse cautiously with water for several minutes. Remove contact lenses, if 
present and easy to do. Continue rinsing.
Specific treatment (see additional precautions on this label).
If skin irritation occurs: Get medical advice/attention.
If eye irritation persists: Get medical advice/attention.
Take off contaminated clothing and wash before reuse.

IF EXPOSED OR CONCERNED:  Get medical advice.

For Chemical Emergency: Call CHEMTREC day or night.

USA and Canada: 1-800-424-9300

Outside USA and Canada: +1 703-741-5970
(collect calls accepted)

READ THE SAFETY DATA SHEET BEFORE USING THE PRODUCT Always read 
and follow label directions.

At 70° F / 21.1° C the Specific Gravity = 1.157 and the Weight per gallon = 9.65 lb./gal.
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INHERENT RISKS OF USE AND LIMITATION OF LIABILITY

CONDITIONS OF SALE AND LIMITATION OF WARRANTY

NOTICE: Read the entire Directions for Use and Conditions of Sale and Limitation of Warranty and Liability 
before buying or using this product. If the terms are not acceptable, return the product at once, unopened, and 
the purchase price will be refunded.
The Directions for Use of this product must be followed carefully and completely. It is impossible to eliminate all 
risks inherently associated with the use of this product. To the extent consistent with applicable law, Buyer 
and/or User assume all risks of ineffectiveness or other unintended consequences or damages that may result 
from conditions outside or beyond the control of LESCO, Inc. including but not limited to, such factors as 
manner of use or application, weather or weather conditions outside the   range considered normal at the 
application site or for the time period in which the product is applied, the, presence of other materials, 
incompatible products, or other influencing factors which are beyond the control of LESCO, Inc.. To the extent 
consistent with applicable law, all such risks shall be assumed by Buyer and/or User, and Buyer and/or User 
agrees to hold LESCO, Inc. harmless for any claims relating to such factors.
LESCO, Inc. warrants that this product conforms to the chemical description on the label and is reasonably fit 
for the purposes stated in the Directions for Use, subject to the inherent risks referred to above, when used in 
accordance with the Directions for Use under normal use conditions. To the extent consistent with applicable 
law, this warranty does not extend to the use of this product contrary to label instructions, or under abnormal 
conditions or under conditions not reasonably foreseeable to or beyond the control of LESCO, Inc. and Buyer 
and/or User assume the risk of any such use. TO THE EXTENT CONSISTENT WITH APPLICABLE LAW, 
LESCO, INC. MAKES NO WARRANTIES OF MERCHANTABILITY OR OF FITNESS FOR A PARTICULAR 
PURPOSE NOR ANY OTHER EXPRESS OR IMPLIED WARRANTY EXCEPT AS STATED ABOVE.
TO THE EXTENT CONSISTENT WITH APPLICABLE LAW, THE EXCLUSIVE REMEDY OF THE BUYER 
AND/OR USER AND THE EXCLUSIVE LIABILITY OF LESCO, INC. FOR ANY AND ALL CLAIMS, LOSSES, 
INJURIES OR DAMAGES (INCLUDING CLAIMS BASED ON BREACH OF WARRANTY, CONTRACT, 
NEGLIGENCE, TORT, STRICT LIABILITY OR OTHERWISE) RESULTING FROM THE USE OR HANDLING OF 
THIS PRODUCT, SHALL BE THE RETURN OF THE PURCHASE PRICE OF THE PRODUCT OR, AT THE 
ELECTION OF LESCO, INC. REPLACEMENT OF THE PRODUCT, OR IF NOT ACQUIRED BY PURCHASE, 
REPLACEMENT OF SUCH QUANTITY. TO THE EXTENT CONSISTENT WITH APPLICABLE LAW, IN NO 
EVENT SHALL LESCO, Inc., BE LIABLE FOR ANY INCIDENTAL, CONSEQUENTIAL OR SPECIAL DAMAGES.
LESCO, Inc. offers this product, and Buyer and/or User accepts it, subject to the foregoing Conditions of Sale 
and Limitation of Warranty and Liability, which may not be modified except by written agreement signed by a 
duly authorized representative of LESCO, Inc.
Information concerning the raw materials composing this product can be obtained by writing to: LESCO, Inc., 
Attn: RA Dept, 1385 East 36th Street, Cleveland, OH 44114-4114, referring to the item number found on this 
package. 
LESCO is a registered trademark of LESCO Technologies, LLC.


