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150 PSI  @ 73º F
Fits Both Schedule 40 & 80  Pipe 
SOLVENT	 THREADED 
770S03	 770T03	 1/2”	 1	 100 
770S04	 770T04	 3/4”	 1	 100 
770S05	 770T05	 1”	 1	 50 
770S06	 770T06	 1-1/4”	 1	 50 
770S07	 770T07	 1-1/2”	 1	 50 
770S08	 770T08	 2”	 1	 20 
770S09	 770T09	 2-1/2”	 1	 12 
770S10	 770T10	 3”	 1	 12 
770S11	 770T11	 4”	 1	 6 
See 770N Below for 6” PVC Ball Valve. 

150 PSI  @ 73º F
Fits Both Schedule 40 & 80  Pipe - Economy Pattern    
SOLVENT	 THREADED 
770S03N	 770T03N	 1/2”	 10	 100 
770S04N	 770T04N	 3/4”	 10	 100 
770S05N	 770T05N	 1”	 10	 50 
770S06N	 770T06N	 1-1/4”	 5	 50 
770S07N	 770T07N	 1-1/2”	 5	 50 
770S08N	 770T08N	 2”	 5	 20 
770S09N	 770T09N	 2-1/2”	 1	 12 
770S10N		 770T10N	 3”	 1	 12 
770S11N	 770T11N	 4”	 1	 6 
770S13N 		  - 	 6”	 1	 5 
Sizes 2-1/2” - 6” Come with Lever Handles.

150 PSI  @ 73º F
Fits Both Schedule 40 & 80  Pipe 
SOLVENT	 THREADED 
770S03G	 770T03G	 1/2”	 1	 100 
770S04G	 770T04G	 3/4”	 1	 100 
770S05G	 770T05G	 1”	 1	 50 
770S06G	 770T06G	 1-1/4”	 1	 50 
770S07G	 770T07G	 1-1/2”	 1	 50 
770S08G	 770T08G	 2”	 1	 20 
770S09G	 770T09G	 2-1/2” 	 1	 12 
770S10G	 770T10G	 3”	 1	 12
770S11G	 770T11G	 4”	 1	 6
  

770T  

770SN  

770TN  

770SG  

770 Sch. 40 PVC Ball Valve - NSF - Solvent & Threaded - PTFE Seats

770N Sch. 40 PVC Ball Valve - Solvent & Threaded - PTFE Seats

770G Sch. 80 PVC Ball Valve - NSF - Solvent & Threaded - PTFE Seats

MATCO-NORCA
MODEL NUMBER SIZE

CARTON QUANTITIES
INNER               MASTER


