TELESCOPING FOUNTAIN HEADS

Add another dimension to your water garden with Atlantic’s Fountain Heads. Compatible with all of Atlantic’s MD-Series Pumps, these versatile
Fountain Heads pivot to make leveling easy, telescope to adjustable heights and feature four different spray patterns to choose from.

TIDALWAVE ACCESSORIES

VARIABLE SPEED CONTROLLER

The TidalWave VSC allows you to vary the output of TidalWave TT-Series Asynchronous pumps wirelessly by remote control or mobile app!
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ultimate control over water flow.

Fountain Heads are compatible
with TidalWave MD-Series Pumps
on page 71

« Unlike integrated variable speed controllers, where any failure of pump or controller
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Weatherproof output port
locks pump cord in place.

PUMP PROTECTOR

Rugged weatherproof housing allows you to mount the control box
outdoors near your pump

The number one cause of Direct Drive pump failure is overheating, often caused by voltage spikes, brownouts, running while not fully
submerged or while blocked

.

Great for routine maintenance and feeding fish

Regardless of the cause, Atlantic’s Pump Protector will automatically shut off Direct Drive pumps before they can be damaged

MODEL ITEM LIST CORD FOR USE WITH DIMENSIONS INCLUDES WARRANTY

The Pump Protector electronically monitors power fluctuation caused by adverse

TWVSC 73933 $178.99 running conditions

6' TT Pumps up to 800 watts 6"H x 4"Lx 2"W 2.4GHz Remote Control 3-year

When the current change exceeds either of two pre-set levels, power to the Direct Drive

Download our new TidalWave VSC app on the App Store and Google Play to wirelessly control your Variable Speed pump is cut off until physically reset, no cycling on and off, no overheating
Controller from your smartphone or tablet.

The Pump Protector installs and calibrates easily to all 120V Direct Drive

Direct Drive Pumps

- All TidalWave Variable Speed Controllers are compatible with the TidalWave VSC app pumps drawing up to 14 Amps
- The VSC app allows you adjust the flow and power on/off your VSC - Protects TidalWave SH-, PAF-, A- and L-Series Direct Drive pumps against operating
a—— . Customize network name and password for secure access dry, current spikes, current drop, thermal cycling and low water flow
App Store - Effortlessly switch between multiple VSCs in Wi-Fi settings to control different
water features MODEL ITEM LIST MAX AMPS FOR USE WITH WARRANTY
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12 S|mple.to e m.ultlple PURMESVE S ITERIEENSE moﬁblle_appllc.atlor’m. ST Unlike water level sensors and built-in thermal protectors, which allow pumps to repeatedly overheat, the TidalWave Pump Protector
each VSC its own specific network name and password under “Login Settings” in the . . . . o .
) ) - electronically monitors power fluctuation caused by adverse running conditions. When the current change exceeds either of two pre-set
drop down menu of the app. Switch between the different Wi-Fi networks to control . . . ) . : . .
. levels, power to the Direct Drive pump is cut off until the Pump Protector is physically reset, no cycling on and off, no overheating.
each one independently.




