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Quick Coupling Valves and Valve Keys

SPECIFICATIONS

Models: Flow:
3RC: 34" (1.9 cm) (20/27) Rubber cover, one-piece body Models 3RC, 33DRC, 33DLRC, 33DNP,
33DRC: 3" (1.9 cm) (20/27) Double track key lug, 44RC, 44LRC, 44NP, 5RC, 5LRC,
rubber cover, two-piece body 5NP, 7: 10 to 125 gpm (37.8 to 473 I/m;
33DLRC: 3" (1.9 cm) (20/27) Double track key lug, 2.2710 2839 m¥h)
locking rubber cover, two-piece body Models 33DNP, 44NP, 5NP: 10 to 70 gpm
33DNP: %" (1.9 cm) (20/27) Non-potable, purple (37.8 10 265 I/m; 2.27 t0 15.89 m?/h)
locking rubber cover, two-piece body Pressure: 5 to 125 psi (04 to 8.6 bar)

44RC: 1" (2.5 cm) (26/34) Rubber cover,
two-piece body

44LRC: 1" (2.5 cm) (26/34) Locking rubber cover,
two-piece body

44NP: 1" (2.5 cm) (26/34) Non-potable, purple locking
rubber cover, two-piece body

5RC: 1" (2.5 cm) (26/34) Rubber cover, one-piece body

5LRC: 1" (2.5 cm) (26/34) Locking rubber cover,
one-piece body

Height:
3RC:4.3" (10.8 cm)
33DRC: 44" (11.1 cm)
33DLRC:4.6" (11.8 cm)
33DNP: 44" (11.1 cm)

44RC:6.0" (15.2 cm)
44LRC: 6.0" (15.2 cm)
44NP:6.0" (15.2 cm)

5NP: 1" (2.5 cm) (26/34) Non-potable, purple locking 5RC: 5.5 (14.0 cm)
rubber cover, one-piece body 5LRC:5.5" (14.0 cm)
7: 174" (3.8 cm) (40/49) Metal cover, one-piece body 5NP:5.5" (14.0 cm)
7:5.8" (14.6 cm)
<
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Valve Key Male Female
3RC 33DK " 19 mm n"' 13mm
33DRC | 33DK " 19 mm n' 13mm
33NP | 33DK " 19mm ' 13mm
44NP 44K 1" 25mm " 19mm
44RC 44K 1" 25mm " 19mm
5RC 55K-1 1 25mm — —
5NP 55K-1 1 25mm = =
7 7K 1" 38mm — —
Quick Coupling Valves
U.S. Data — Pressure Loss* (psi) Metric Data — Pressure Loss* (bar)
Flow | 3RC |33DRC,33DLRC, 33DNP | 44RC, 44LRC, 44NP | 5RC, 5LRC, 5NP 7 Flow 3RC 33DRC, 33DLRC, 33DNP | 44RC, 44LRC, 44NP | 5RC, 5LRC, 5NP 7
gpm | %" " 1" 1" %" I/m | m¥h | 1.9cm 1.9cm 2.5cm 2.5cm 3.8cm
10 1.8 2.0 — — — 38 23 0.12 0.12 — — —
15 4.7 43 22 — — 67 4 041 0.42 0.23 — —
20 7.2 7.6 44 — — 83 5 0.57 0.62 0.40 = =
30 — — ns 4.1 — 100 6 — — 0.62 — —
40 — — — 73 — 17 7 — — 0.83 0.30 —
50 — — — 1.0 1.7 133 8 — — — 0.40 —
60 — — — 15.7 25 150 9 — — — 0.50 —
70 — — — 215 3.6 167 10 — — — 0.61 —
80 — — — — 49 200 12 — — — 0.85 0.13
90 — — — — 84 233 14 — — — 115 0.18
100 — — — — 14.0 267 16 — — — 1.50 0.25
367 22 — — — — 0.54
473 28 — — — — 0.97

*Loss values are with flow control fully open using the tan solenoid retainer.




