RAINIBIRD

85EHD-LA Tough Bird

11/4"32 mm Full or Part Circle, NOZZLE SIZE (stream Height: 10t)
Brass Impact Sprinklers nay | o3e [ 1632 [ e [ 1532 | 2 [ sy | oone | s/ | 1116°
si@ | Rad. Flow | Rad. Flow |Rad. Flow |Rad. Flow |Rad. Flow |Rad. Flow |Rad. Flow | Rad. Flow |Rad. Flow |Rad. Flow

Heavy duty brass construction ozzle | (ft) (gpm) | (ft) (gpm) | (ft) (gpm) | (ft) (gpm) | (ft) (gpm) | (ft) (gpm) | (ft) (gpm) | (ft) (gpm) | (ft) (gpm) | (ft) (gpm)

. i 25 52 170 | 55 2030 | 57 2340 | 60 2670 | 60 3030 | 60 33.80 [ 60 37.10 [ 60 4230 | 60 51.50 | 60 61.90
Stainless steel wear buttons, springs 30 57 1880 | 59 2230 | 62 2570 | 63 2930 | 65 3320 | 67 37.10 | 67 40.80 | 67 4640 | 67 56.50| 67 68.10
and fulcrum pin 35 60 2030 | 62 24.10 [ 65 27.80 | 67 31.70 | 70 3590 | 71 40.10 [ 73 4410 | 73 5020| 73 61.10 [ 73 73.80

40 62 2180 | 65 2580 | 67 2970 | 70 3390 | 72 3850 | 75 4290 | 76 4720 | 79 5370 79 6540 |79 79.20

0 Locking stainless steel trip collars 45 |65 10|67 2740|70 3160| 72 3600| 75 4080| 77 4560 | 80 5010 | 80 57.10| 84 6950 | 84 8420

50 67 2440 [ 69 2890 | 72 3330 | 74 3800| 77 4310| 79 4810 | 8 5290 | 84 6020 87 7330 | 88 88.90
55 69 2550 [ 71 3030 | 74 3490 | 76 3970 | 79 4530 | 82 5030 | 84 5560 | 86 63.20| 91 7730 | 92 93.50

Features 60 |71 2580 |73 3080 |76 3590 | 78 4160 | 81 4740 | 83 5300 | 86 5880 | 88 6650 93 80.70 [ 9% 97.80

. . 65 |72 2690 |75 3200 |77 3740 80 4330 | 8 4990 | 85 5530 | 88 6120 | 90 6940| 94 8440 | 98 102.00
+ Chemically resistant washers 70 |74 2810| 77 333079 3890 | 82 4510 | 84 5140 | 87 5750 | 89 6350 [ 92 72.20| 96 87.80 | 100 106.00
« Full or Part Circle operation 75 |76 292078 3450 | 81 4030 | 83 4680 | 86 5330 | 89 59.60 | 91 6580 | 93 7490 | 98 91.00 | 102 109.90

80 |77 3040 |80 3570 |8 4180 | 85 4840 |88 5510| 90 61.60| 93 6810 | 95 7750 | 99 9410 [103 11370
. 8 |79 3150 |81 3700| 8 43208 5000|8 5690 | 92 6350 94 7030 | 97 80.00| 101 97.10 [ 105 11730
Benefits 90 |80 3270 |83 3830 |85 4460 | 88 5150 | 91 5850| 93 6530| 9 7240 | 98 8220|102 9990 | 106 12090
| | straihteni ) 95 |8 3390 |84 3950 | &7 4600 | 8 53.00| 92 60.00| 95 67.10| 97 7440 | 99 8430|103 10260107 12430
+ Internal straightening vane increases 100 | 83 3400 |85 4010 |88 4740 | 91 5450 | 93 6150 | 9% 68.90| 98 7640 | 101 87.20 | 105 10520108 127.70
distance of throw

« Stainless steel buttons protect trip * Nozzles must be purchased separately.
. See Chart below.
mechanism from wear

« Corrosion and grit resistant
+ Built to last
- Five-year Customer Satisfaction Policy

Specifications

« Bearing: 1 1/4" (32mm) Male NPT, Brass

« Trajectory Angle: 17°

« Operating Range: 25-100 psi (1.7-6.9 bar)

« Flow Rate: 17.1-127.7 gpm (3.88-29.0 m*/h)
» Radius: 52-108 ft. (15.8-32.9 meters)

« Nozzle Port: 3/4" Female NPT

Part Numbers and Ordering Information

Sprinkler Only Nozzle Only XX = Nozzle Size

Sprinkler without A239 60 U.S.Standard 11/32” 3/8” 13/32” 7/16” 15/32” 1/2” 17/32" 9/16” 5/8" 11/16”
Nozzle Metric 8.7mm 9.5mm 103mm 11.1mm 11.9mm 12.7mm 13.5mm 14.3mm 15.9mm 17.5mm

o | sBN-5 | 103043-XX [ 22 | 24 | 26 | 28 | 30 | 32 | 34 | 36 | 40 | 44

Bold nozzle size number denotes the most common nozzle choice.

The Intelligent Use of Water.




RAINIBIRD

Straight Bore Nozzle (SBN-5) Performance* METRIC
NOZZLE SIZE (Stream Height: 3m)
8.7mm 9.5 mm 10.3 mm 11.1mm 11.9mm
(11732 (3/8") (13/32) (716") (15/32")
bar @ Rad. Flow Flow [Rad. Flow Flow | Rad. Flow Flow |Rad. Flow Flow |Rad. Flow Flow
Nozzle m) (/) (m¥h) | (m) (/) (m¥h) [ (m) (/s) (m¥h) | (m) (I/s) (m¥h) | (m) (I/s) (m*h)
17 158 1.08 38 |[168 128 461 | 174 148 531 | 183 168 6.06 | 183 191  6.88
2.0 171 116 419 (177 138 497 | 186 159 573 [ 190 182 653 | 195 206 741
25 184 130 469 [191 155 557 [ 200 178 642 [ 206 203 732|215 231 830
3.0 195 143 516 [202 170 611 | 211 196 705 | 218 223 803 | 226 253 9N
35 205 155 558 | 211 184 661 | 220 212 762 | 226 241 869 | 3.6 274 9.86
4.0 214 162 58 (220 193 695 | 229 224 806 | 235 258 927 | 244 294 1057
45 20 170 612 |29 202 728 | 35 236 851 | 244 274 985 | 253 315 1135
5.0 229 181 651 | 236 214 770 | 244 250 899 | 251 290 1043 | 259 330 1189
55 25 191 689 | 243 225 809 | 250 263 947 | 259 305 1097 [ 268 347 1249
6.0 242 202 726 | 249 237 852 | 257 276 994 | 265 319 1149 | 274 363 13.07
6.5 249 213 766 | 256 248 893 | 264 289 1040 | 271 333 1198 | 280 377 1357
6.9 253 215 772 (259 257 924 | 268 299 1077 | 277 344 1238 | 283 388 1397
NOZZLE SIZE (Stream Height: 3m)
12.7mm 13.5mm 14.3 mm 15.9mm 17.5mm
(172" (17732 (9/16") (5/8") (116"

bar @ Rad. Flow Flow [Rad. Flow Flow | Rad. Flow Flow |Rad. Flow Flow | Rad. Flow Flow

Nozzle m) (/) (mh) [ (m)  (/s) (m*h) [ (m) (I/s) (mh) [ (m) (fs)  (mPh) | (m) (Is) (m*/h)
17 183 213 768 [183 234 843 | 183 267 961 [ 183 325 1170 | 183 391 14.06
2.0 200 230 827 [200 253 910 | 200 287 1035|200 350 1260 [ 200 422 1518
2.5 219 257 926 | 225 283 1019 | 227 322 1160 | 227 392 1412 | 227 474 17.06
3.0 233 283 1017 | 240 311 1M.a8 | 243 354 1273 | 251 431 1550 | 251 522 1878
3.5 242 305 1100 | 251 336 1210 | 257 383 1377 | 267 466 1678 | 27.0 565 2034

4.0 252 327 1179 | 260 3.63 13.06 | 266 407 1466 | 281 498 1793 | 288 6.06 21.82

45 259 349 1258 | 268 387 1392 | 275 439 1579 | 287 533 1920 | 299 645 2321

5.0 268 369 1329 | 274 408 1468 | 282 464 1670 | 296 564 2030 [ 308 681 2451

5.5 274 388 1396 | 283 429 1544 | 289 483 1757 302 593 2133|314 706 2577
6.0 282 405 1458 | 289 449 1615 297 510 1837 | 309 620 2230 | 321 749 2696

6.5 289 422 1517 | 295 467 1683 | 301 530 1907 | 313 645 2321|326 781 2811
6.9 293 435 15651299 48 1735 308 550 1981|320 664 2389|329 806 29.00

*

Nozzles must be purchased separately. See chart on previous page.

The Intelligent Use of Water.




